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Step 1: Measure the width of each
bay section at the wall.  (Sections:1,2,
& 3 above.)  Determine the projection
of the board.

Step 2: Place this protractor against the wall at
each angle (A & B in top illustration) and read the
board deduction for that angle using the projection
determined above.

Step 3: To determine the length of each board, subtract the
board deduction from the measurements taken in Step 1.  Boards
at ends (#1 & #3 above) will have one deduction each. Any inner
boards (#2 above) will have deductions taken off each end.

Step 4: Attach Dust Board Hinge Plate(s).

3"4"5"

17
0°16

0°15
0°

14
0°

13
0°

120°

90°

100°

110°

17
5°

16
5°15

5°

14
5°

13
5°

125°

115°

105°

95°

1"

1"

1"

5"

2"

1"

1/4"

Board Deductions

Dust Board

Ceiling

Wall

"A" "B"

1

2

3

Projection

0

0

0

0

0

0

Dust Board Mending
Plate Protractor

Stock #DYC5

1/4"

1/4"

1/8"

1/8"

1/8"

1/8"

1/4"

1/4"

1/4"

1/8"

3/8"

3/8"

3/8"

3/8"

3/8"

1/2"

1/2"

1/2"

1/2"

1/2"
1/2"

5/8"

5/8"

5/8"

5/8"

5/8"

3/4"

3/4"

3/4"

7/8"
3/4"

3/4"

3/4"

7/8"

7/8"

1 1/8"

1 1/8"

1 1/8"

1 1/8"

1 1/8"

1 1/4"

1 1/4"

1 1/4"

1 1/4"

1 1/4"

1 1/2"

1 1/2"

1 1/2"

1 1/2"

1 1/2"

1 3/8"

1 3/8"

1 3/8"

1 5/8"

1 5/8"

1 5/8"

1 5/8"

1 5/8"

1 1/4"

1 3/4"

1 3/4"

1 3/4"

1 7/8"

1 7/8"

1 7/8"

1 7/8"

1 7/8"

1 7/8"

2 1/8"

2 1/8"

2 1/8"

2 1/8"

2 1/8"

2 1/4"

2 1/4"

2 1/4"

2 1/4"

2 1/4"

2 1/2"

2 1/2"

2 1/2"

2 1/2"
1 1/2"

2 3/8"

2 3/8"

2 5/8"

2 5/8"

2 5/8"

2 5/8"

2 7/8"

2 7/8"

2 7/8"

2 3/4"

2 3/4"

3 1/8"

3 1/8"

3 1/8"

3 1/8"

3 1/2"

3 1/2"

3 1/2"

3 1/2"
3 1/2"

3 1/4"

3 3/8"

3 5/8"

3 3/4"

3 7/8"

3 7/8"

4 1/4"

4 1/4"

4 1/4"

4 1/2"
4 1/2"

4 5/8"

4 5/8"

5 1/2"

5 1/2"
Angle Arrow

1"2 1/2" 2"
1 1/2" 1"2"

0

0

0

1 3/8"

1 1/4"

1 1/8"

1 1/8"

1"

0

1 3/8"

1 1/4"

1 1/8"

1 1/8"

1"

This protractor can also be used for headrails of hard treatments (ie: Mini
Blinds, Pleated Shades and Verticals).

NOTE:To fit the board so that the front
edges do not protrude into the room, use
the same angle measurement from the
corner.  Just turn the protractor around and
line up on where the side wall would
intersect with the back of the board.
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the same angle
measurement.
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After marking, saw
off the corner of the

dustboard.
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